TRICOU POLO ANTITAIETURA TORSKIN 003 K
· Conform cu: ISO 13997 (1999)rezistenta la taiere cu obiecte ascutite: 1 strat-nivel 4, ASTM F1790(2005) rezistenta la taiere cu obiecte ascutite 1 strat-nivel 3, EN 388-6.2 (2003) rezistenta la taiere cu lama: 1 strat-nivel 5, EN 388-6.4(2003) rezistenta la strapungere:1 strat -nivel 2.
· Fara efecte toxice (testat conform ISO 1099-5/2009), ph neutru: 6,6 (ISO 3071/2005).
· [bookmark: _GoBack][image: ][image: ]
TRICOU ANTITAIETURA TORSKIN 001 K
· Conform cu: ISO 13997 (1999)rezistenta la taiere cu obiecte ascutite: 1 strat-nivel 4 si 2 straturi: nivel 5, ASTM F1790(2005) rezistenta la taiere cu obiecte ascutite 1 strat-nivel 3  si 2 straturi- nivel 4, EN 388-6.2 (2003) rezistenta la taiere cu lama: 1 strat-nivel 5 si 2 straturi-nivel 5, EN 388-6.4(2003) rezistenta la strapungere:1 strat -nivel 2 si 2 straturi-nivel 4, HOSDB (2007):rezistenta la cutit si varf ascutit/teapa.
· Fara efecte toxice (testat conform ISO 1099-5/2009), ph neutru: 6,6 (ISO 3071/2005).
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GULER ANTITAIETURA TORSKIN 015K
· Conform cu: ISO 13997 (1999)rezistenta la taietura cu obiecte ascutite: nivel 5, ASTM F1790(2005)rezistenta la taietura cu obiecte ascutite: nivel 4, EN 388-6.2(2003)rezistenta la taietura cu lama: nivel 5, EN 388-6.4(2003) –rezistenta la intepatura: nivel 4.
· Fara efecte toxice (testat conform ISO 1099-5/2009), ph neutru: 6,6 (ISO 3071/2005).
· Zone protejate de taietura si lovitura: gatul.(2 straturi de protectie)
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SET DE 5 PANELE ANTI-INJUNGHIERE
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ANTI-STAB PERFORMANCE
SAT OFFERS 2 SOLUTIONS:
36 Joule following test protocol

SAT-KR-ASCER  HOSDB 2007 P1B blade
Max. 20 mm knife penetration

15 Joule following test protocol
HOSDB 2007 P1B blade

Max. 20 mm knife penetration
SAT-KR-AS 6

20 Joule following test protocol

NIJ 0015.00 S1/blade

Max. 20 mm knife penetration
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NON-VITAL ORGA

non-vital organs are vital organs can be protected
protected with a single with anti-stab panels.

layer of anti-slash fabric.
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SINGLE LAYER PROTECTION

SLASH-/CUT-RESISTANT





image2.jpg
PERFORMANCE
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DOUBLE LAYER PROTECTION

SLASH-/CUT-RESISTANT
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